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uF Code Pitch Wmax Tmax Hmax d Pitch Wmax Tmax Hmax d Pitch Wmax Tmax Hmax d Pitch Wmax Tmax Hmax d

0.01 103 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6

0.015 153 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6

0.018 183 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6 10 13.0 6.0 11.0 0.6 10 13.0 6.0 11.0 0.6

10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6 10 13.0 7.0 11.0 0.6 10 13.0 7.0 11.0 0.6

15 18.0 6.0 9.0 0.8

0.027 273 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6

10 13.0 6.0 10.0 0.6 10 13.0 6.0 10.0 0.6

10 13.0 6.0 10.0 0.6 10 13.0 6.0 10.0 0.6 15 18.0 6.0 10.0 0.8

15 18.0 7.0 11.0 0.8

10 13.0 6.0 10.0 0.6 10 13.0 7.0 10.0 0.6 10 13.0 6.0 10.0 0.6 10 13.0 6.0 10.0 0.6

15 18.0 7.0 11.0 0.8 10 13.0 7.0 10.5 0.6

10 13.0 7.0 10.5 0.6 10 13.0 7.0 10.5 0.6 10 13.0 7.0 10.5 0.6 15 18.0 7.0 10.5 0.8

10 13.0 8.0 11.0 0.6

15 18.0 6.0 9.0 0.8

10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6 10 13.0 6.0 9.0 0.6

10 13.0 8.0 12.0 0.6

10 13.0 6.5 10.0 0.6 10 13.0 6.5 10.0 0.6 10 13.0 6.5 10.0 0.6 15 18.0 6.0 10.0 0.8

0.082 823 10 13.0 7.0 10.0 0.6 10 13.0 7.0 10.0 0.6 10 13.0 7.0 10.0 0.6 10 13.0 7.5 12.0 0.6

10 13.0 8.0 13.0 0.6

10 13.0 7.0 11.0 0.6 15 18.0 6.5 12.0 0.8

10 13.0 7.0 10.0 0.6 10 13.0 7.0 10.0 0.6 15 18.0 6.5 12.0 0.8 20 23.0 8.0 13.0 0.8

15 18.0 6.0 10.0 0.8

10 13.0 7.0 10.0 0.6 10 13.0 7.0 10.0 0.6 10 13.0 7.5 12.0 0.6 15 18.0 8.0 13.5 0.8

22.5 25.0 6.0 11.5 0.8 15 18.0 8.5 13.5 0.8

10 13.0 7.0 10.0 0.6 10 13.0 7.0 11.0 0.6 15 18.0 7.0 11.5 0.8 22.5 25.0 7.0 12.0 0.8

20 23.0 6.0 10.0 0.8 22.5 25.0 7.0 12.5 0.8

10 13.0 8.0 12.0 0.6 10 13.0 9.0 13.5 0.6 15 18.0 9.5 14.5 0.8

10 13.0 7.0 11.0 0.6 15 18.0 7.0 11.5 0.8 15 18.0 7.0 11.5 0.8 20 23.0 8.0 13.0 0.8

10 13.0 7.0 11.0 0.6

15 18.0 6.0 10.0 0.8 15 18.0 6.0 10.0 0.8 15 18.0 7.0 12.5 0.8 20 23.0 8.0 14.0 0.8

15 18.0 7.0 12.5 0.8 27.5 31.0 7.5 13.0 0.8

10 13.0 7.0 11.0 0.6 10 13.0 13.5 7.5 0.6 20 23.0 7.0 12.0 0.8 22.5 25.0 8.5 14.0 0.8

15 18.0 6.0 11.0 0.8 15 18.0 6.0 11.0 0.8 22.5 25.0 6.0 10.5 0.8 20 23.0 9.0 14.0 0.8

10 13.0 8.0 12.0 0.6 27.5 31.0 7.5 14.0 0.8

15 18.0 7.0 11.0 0.8 15 18.0 7.0 11.0 0.8 15 18.0 8.0 14.0 0.8 20 23.0 9.0 15.5 0.8
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uF Code Pitch Wmax Tmax Hmax d Pitch Wmax Tmax Hmax d Pitch Wmax Tmax Hmax d Pitch Wmax Tmax Hmax d

15 18.0 9.0 15.0 0.8

10 13.0 7.0 13.0 0.6 20 23.0 7.0 14.0 0.8 20 23.0 10.0 17.0 0.8

15 18.0 7.0 12.0 0.8 15 18.0 7.0 12.0 0.8 22.5 25.0 7.0 14.0 0.8 22.5 25.0 9.0 16.0 0.8

27.5 31.0 8.0 15.5 0.8

0.5 504 15 18.0 6.0 11.0 0.8 15 18.0 7.5 12.5 0.8 15 18.0 8.5 15.0 0.8 20 23.0 10.5 17.5 0.8

15 18.0 9.0 16.0 0.8 20 23.0 11.0 18.0 0.8

10 13.0 7.0 12.0 0.6 20 23.0 8.0 15.0 0.8 22.5 25.0 10.5 17.0 0.8

15 18.0 7.0 12.0 0.8 15 18.0 8.0 13.0 0.8 22.5 25.0 8.0 13.5 0.8

20 23.0 8.0 15.0 0.8

15 18.0 11.0 16.0 0.8

10 13.0 7.0 12.0 0.6 22.5 25.0 8.0 15.0 0.8 20 23.0 12.0 19.0 0.8

15 18.0 7.0 12.5 0.8 15 18.0 9.0 14.0 0.8 27.5 31.0 7.0 14.0 0.8

22.5 25.0 8.5 16.0 0.8

15 18.0 7.5 13.0 0.8 15 18.0 9.0 15.0 0.8 20 23.0 9.0 16.0 0.8 27.5 31.0 10.0 19.0 0.8

20 23.0 10.0 16.5 0.8

22.5 25.0 10.0 16.0 0.8

15 18.0 10.0 16.0 0.8 27.5 31.0 11.5 20.0 0.8

15 18.0 8.0 13.0 0.8 20 23.0 8.0 15.0 0.8 27.5 31.0 8.5 15.0 0.8

15 18.0 9.5 14.5 0.8 15 18.0 11.0 16.0 0.8 27.5 31.0 9.0 15.5 0.8

20 23.0 8.0 13.0 0.8 20 23.0 9.0 16.0 0.8 20 23.0 11.0 18.0 0.8 27.5 31.0 12.0 21.0 0.8

15 18.0 10.0 15.0 0.8 22.5 25.0 12.0 19.0 0.8

20 23.0 8.0 14.5 0.8 20 23.0 10.0 16.5 0.8

22.5 25.0 9.0 16.0 0.8 27.5 31.0 10.0 17.0 0.8 27.5 31.0 13.5 23.0 0.8

22.5 25.0 12.0 20.5 0.8

20 23.0 8.0 17.0 0.8 20 23.0 11.0 17.5 0.8 27.5 31.0 10.0 18.5 0.8

22.5 25.0 11.0 17.5 0.8 27.5 31.0 12.0 18.5 0.8

20 23.0 8.5 17.0 0.8 27.5 31.0 10.0 16.5 0.8

20 23.0 12.0 18.5 0.8 27.5 31.0 12.0 21.0 0.8

22.5 25.0 11.5 18.0 0.8

20 23.0 10.0 17.0 0.8 27.5 31.0 10.0 17.0 0.8

2.5 255 20 23.0 10.0 17.0 0.8 27.5 31.0 10.0 18.5 0.8 27.5 31.0 12.5 21.0 0.8

20 23.0 13.0 19.5 0.8

20 23.0 10.0 18.0 0.8 27.5 31.0 11.0 18.0 0.8 27.5 31.0 13.0 21.0 0.8

2.9 295 20 23.0 10.5 18.5 0.8

3 305 27.5 31.0 12.0 18.5 0.8

3.3 335 20 23.0 11.0 19.0 0.8 27.5 31.0 12.0 20.0 0.8

22.5 25.0 12.0 20.0 0.8

27.5 31.0 11.0 19.0 0.8 27.5 31.0 13.5 21.5 0.8
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Capacitance Code
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Note: Specification is subject to change without further notice. For more details and updates, please visit our website.

Frequency Characteristics

Dissipation factor vs. frequency (Room Temperature)Capacitance vs.frequency (Room temperature)

Soldering temperature vs time

I.R.vs.temperature

Capacitance vs.temperature at 1KHz Dissipation factor vs.temperature at 1KHz

Temperature Characteristics
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